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PROTECTIVE WEAR LAYER
CAPA DE DESGASTE PROTECTORA
CAMADA DE DESGASTE PROTETORA
COUCHE D’USURE
STRATO PROTETTIVO ANTIUSURA

HIGH RESOLUTION DECORATIVE
DECORACIÓN DE ALTA RESOLUCIÓN
DECORATIVO DE ALTA RESOLUÇÃO
DÉCORATION HAUTE RÉSOLUTION
FILM DECORATIVO AD ALTA RISOLUZIONE

SPC CORE
NUCLEO DE SPC
CAMADA DE VINIL MACIÇA
SPC CORE
SPC CORE

INTEGRATED CORK UNDERLAY
BAJOSUELO DE CORCHO INTEGRADO
UNDERLAY INTEGRADO DE CORTIÇA
SOUS-COUCHE EN LIÈGE INTÉGRÉE
UNDERLAY INTEGRATO IN SUGHERO

PRODUCT INFORMATION
INFORMACIÓN DE PRODUCTO  |  INFORMAÇÃO DO PRODUTO  |  INFORMATION PRODUIT  |  INFORMAZIONI SUL PRODOTTO

Dimension
Dimensión  |  Dimensão  |  Dimension  |  Dimensione

1840 x 220 mm
72 7/16 x 8 21/32’’

Thickness
Espesor  |  Espessura  |  Épaisseur  |  Spessore

8 mm
5/16’’

Bevel
Biselado  |  Biselado  |  Chanfrein  |  Bisellatura

4 Sides Beveled  |  4 lados biselados  |  4 
lados biselados  |  4 bords chanfreinés  |  4 lati 

smussati

Finishing
Acabado  |  Acabamento  |  Finition  | Finitura

Locking system
Sistema de bloqueo  |  Sistema de encaixe  |  Système de verrouillage  | Sistema di installazione / aggancio 5Gi

Class of use & Warranty
Clase de uso y Garantía  |  Classe de uso e garantia  |  Dimension et garantie | Classe di utilizzo e Garanzia 23  

1

2

3

4

Extremely durable Suitable for residential and high traffic commercial spaces.

Extremadamente duradero Diseñado para áreas residenciales y comerciales de tráfico pesado.

Extremamente duradouro Desenhado para áreas residenciais e comerciais de tráfego elevado.

Extrèmamente durable Conçu pour les zones résidentielles et zones commerciales à circulation intense.

Estremamente durevole Progettato per aree residenziali e commerciali ad alto traffico.

Longer planks For a more sophisticated and contemporary look.

Grandes áreas de instalación Instalación impecable, no importa la área del espacio.

Réguas mais compridas Para um visual mais sofisticado e contemporâneo.

Des planches plus longues Pour un look plus sophistiqué et contemporain.

Tavole più lunghe Per un look più sofisticato e contemporaneo.

Large installation areas Seamless look throughout, no matter the area of the space.

Lamas más largas Para un look más sofisticado y contemporáneo.

Grandes áreas de instalação Visual perfeito em todo o lado, não importa a área do espaço.

Grandes zones d’installation Aspect homogène partout, quelle que soit la superficie de l’espace.

Ampie aree di installazione Aspetto uniforme ovunque, indipendentemente dalla grandezza dello spazio.

Technical Data Sheet Standard Unit Value 

Dimension (LxWxT) - mm 1840x220x8

Mass per unit - Kgs / m2 11,6

Packaging (box / pallet) - m2 2,429 / 77,728

Level of use Domestic ISO 10874 Class 23

Level of use Commercial ISO 10874 Class 33

General properties - EN 16511

Thickness, t - ISO 24337 Δtavg ≤ 0,50 mm, relative to nominal value /  tmax - tmin ≤ 0,50 mm" Complies

Length, l ISO 24337 ≤ 1 500 mm: Δl ≤ 0,5 mm / > 1 500 mm: Δl ≤ 0,3 mm/m Complies

Width, w ISO 24337 Δwavg ≤ 0,10 mm, relative to nominal value /  wmax - wmin ≤ 0,20 mm Complies

Squareness, q ISO 24337 max ≤ 0,20 mm Complies

Straightness, s ISO 24337 max ≤ 0,30 mm/m Complies

Openings, o ISO 24337 max ≤ 0,20 mm Complies

Height difference, h ISO 24337 hmax ≤ 0,15 mm Complies

Flatness of the panel (Length  - concave / convex) ISO 24337 concave ≤ 0,50 %, / convex ≤ 1,0 % Complies

Flatness of the panel (Width  - concave / convex) ISO 24337 concave ≤ 0,15 %, / convex ≤ 0,20 % Complies

Classification properties - EN 16511

Wear resistance IP EN 15468, procedure B ≥ 5 000 cycles   Complies

Impact resistance [mm] (big ball) EN 13329:2006+A1:2008, Annex F ≥ 1 600 mm  Complies

Castor chair resistance EN 425 25 000 cycles Complies

Resistance to staining EN 438–2 Groups 1 and 2: grade 5 
Group 3: grade 4 Complies

Residual Indentation EN ISO 24343-1 ≤ 0,2 mm Complies

Swelling ISO 24336 ≤ 18% Complies

Locking system ISO 24334 KN/m Complies

Micro-scratch EN 16094 ≤MSR-A2 Complies

Dimensional Stability (heat conditions) ISO 23999 ≤ 0.25% Complies

Safety properties - EN 14041

Fire resistance EN ISO 11925-2 + EN ISO 9239-1 : Class 
EN 13501-1 Class Bfl-s1

Slip Classification EN 13893 Class DS

Slip Resistance DIN 51130 Class R9

Formaldehyde emission EN 717-1 Class E1

Content pentachlorophenol (PCP) "EN 14041 
Annex B" mg/kg Undetectable

Additional properties

Impact sound reduction EN ISO 10140 dB (∆ Lw) 15

Impact Insulation Class (IIC) ASTM E492 dB 63
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