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INTEGRATED CORK UNDERLAY
BAJOSUELO DE CORCHO INTEGRADO
UNDERLAY INTEGRADO DE CORTIÇA
SOUS-COUCHE EN LIÈGE INTÉGRÉE
UNDERLAY INTEGRATO IN SUGHERO
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PROTECTIVE WEAR LAYER
CAPA DE DESGASTE PROTECTORA
CAMADA DE DESGASTE PROTETORA
COUCHE D’USURE
STRATO PROTETTIVO ANTIUSURA

HIGH RESOLUTION DECORATIVE
DECORACIÓN DE ALTA RESOLUCIÓN
DECORATIVO DE ALTA RESOLUÇÃO
DÉCORATION HAUTE RÉSOLUTION
FILM DECORATIVO AD ALTA RISOLUZIONE

SOLID VINYL LAYER
CAPA SÓLIDA DE VINILO
CAMADA DE VINIL MACIÇA
SOLIDE COUCHE VINYLIQUE
STRATO DI VINILE SOLIDO

AGGLOMERATED CORK
CORCHO AGLOMERADO
CORTIÇA AGLOMERADA
LIÈGE AGGLOMÉRÉ
SUGHERO AGGLOMERATO

HDF - HIGH DENSITY FIBERBOARD
HDF – TABLERO DE FIBRA DE ALTA DENSIDAD
HDF - AGLOMERADO DE FIBRAS DE ALTA DENSIDADE
HDF - PANNEAU EN FIBRES HAUTE DENSITÉ
HDF - PANNELLO DI FIBRA AD ALTA DENSITÀ

PRODUCT INFORMATION
INFORMACIÓN DE PRODUCTO  |  INFORMAÇÃO DO PRODUTO  |  INFORMATION PRODUIT  |  INFORMAZIONI SUL PRODOTTO

Dimension
Dimensión  |  Dimensão  |  Dimension  |  Dimensione

1220 x 185 mm
48 1/32 x 7 9/32’’

Thickness
Espesor  |  Espessura  |  Épaisseur  |  Spessore

10,5 mm
13/32’’

Bevel
Biselado  |  Biselado  |  Chanfrein  |  Bisellatura

4 sides micro-bevel  |  4 lados micro biselados  
|  4 lados micro biselados  |  Micro chanfrein 4 

côtés  |  4 lati micro-smussati

Finishing
Acabado  |  Acabamento  |  Finition  | Finitura

Locking system
Sistema de bloqueo  |  Sistema de encaixe  |  Système de verrouillage  | Sistema di installazione / aggancio 2G

Class of use & Warranty
Clase de uso y Garantía  |  Classe de uso e garantia  |  Dimension et garantie | Classe di utilizzo e Garanzia 23  

Highly Realistic Designs Wide selection of wood visuals to match your style.

Efectos visuales muy realistas Amplia selección de efectos visuales que coinciden con su estilo.

Visuais altamente realísticos Vasta seleção de visuais de madeira para condizer com o seu estilo.

Visuels extrêmement réalistes Large sélection de visuels bois pour correspondre à votre style.

Elementi visivi altamente realistici Ampia selezione di elementi visivi in ​​legno per adattarsi al tuo stile.

Heavy traffic Designed for heavy traffic residential and commercial areas.

Tráfico pesado Diseñado para áreas residenciales y comerciales de tráfico pesado.

Tráfego elevado Desenhado para áreas residenciais e comerciais de tráfego elevado.

Fréquentation intense Conçu pour les zones résidentielles et zones commerciales à circulation intense.

Traffico pesante Progettato per aree residenziali e commerciali ad alto traffico.

Easy to clean High on performance but low on maintenance.

Fácil de limpiar Alto rendimiento pero bajo mantenimiento.

Fácil de limpar De elevado desempenho mas baixa manutenção.

Facile à nettoyer Des performances élevées pour un entretien réduit.

Facile da pulire Elevate prestazioni ma poca manutenzione.

Standard Unit wood Resist  

Dimension (LxWxT) - - 1220x185x10,5mm

Mass per unit - Kgs / m2 9,8

Packaging (box / pallet) - m2 1,806 / 72,240

Level of use Domestic ISO 10874 Class 23

Level of use Commercial ISO 10874 Class 33

GENERAL PROPERTIES - EN 16511

Thickness, t - 
ISO 24337 Δtavg ≤ 0,50 mm, relative to nominal value / tmax - tmin ≤ 0,50 mm Complies

EN ISO 24346 ± 0,25 -

Length, l
ISO 24337 ≤ 1 500 mm: Δl ≤ 0,5 mm /  

> 1 500 mm: Δl ≤ 0,3 mm/m Complies

EN ISO 24342 +/- 0.5% -

Width, w
ISO 24337 Δwavg ≤ 0,10 mm, relative to nominal value / wmax - wmin ≤ 0,20 mm Complies

EN ISO 24342 +/- 0.10% -

Squareness, q
ISO 24337 max ≤ 0,20 mm Complies

EN ISO 24342 < 0.2 -

Straightness, s
ISO 24337 max ≤ 0,30 mm/m Complies

EN ISO 24342 ≤ 0,30 -

Openings, o ISO 24337 max ≤ 0,20 mm Complies

Height difference, h ISO 24337 hmax ≤ 0,15 mm Complies

Flatness of the panel
(Length  - concave / convex) ISO 24337 concave ≤ 0,50 %, / convex ≤ 1,0 % Complies

Flatness of the panel
(Width  - concave / convex)

ISO 24337 concave ≤ 0,15 %, / convex ≤ 0,20 % Complies

ISO 20326 (Anex C) ≤ 0.25 % -

CLASSIFICATION PROPERTIES - EN 16511

Wear resistance IP
EN 15468, procedure B

≥ 5 000 cycles
Complies

EN 14354 (Annex D) Complies

Impact resistance [mm] (big ball) EN 13329:2006+A1:2008, Annex F ≥ 1 600 mm  Complies

Castor chair resistance EN 425 25 000 cycles Complies

Resistance to staining EN 438–2 Groups 1 and 2: grade 5 
Group 3: grade 4 Complies

Residual Indentation
EN ISO 24343-1 ≤ 0,2 mm Complies

EN ISO 24343-1 ≤ 0,3 mm -

Swelling ISO 24336 ≤ 18% Complies

Dimensional Stability (heat conditions) ISO 23999 ≤ 0.25% -

SAFETY PROPERTIES - EN 14041

Fire resistance EN ISO 11925-2 + EN ISO 9239-1 : Class EN 
13501-1 Class Bfl-s1

Slip Classification EN 13893 Class DS

Formaldehyde emission EN 717-1 Class E1

Electrical behaviour EN 1815 kV Antistatic

Content pentachlorophenol (PCP) EN 14041 
Annex B mg/kg Undetectable

ADDITIONAL PROPERTIES

Impact sound reduction EN ISO 10140 dB (∆ Lw) 16

Walking noise IHD-W431 dB 
%

Reduction improvement 6,8 dB 
Difference of loudness 41,0 %

Thermal resistance
(Thermal conductivity) EN ISO 10456 m2·K/W 0,084

TECHNICAL DATA SHEET


