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SPC INFINITUS

PRODUCT INFORMATION

INFORMACION DE PRODUCTO | INFORMAGAO DO PRODUTO | INFORMATION PRODUIT | INFORMAZIONI SUL PRODOTTO
Dimension 1840 x 220 mm
Dimension | Dimensao | Dimension | Dimensione 727/16x821/32"
Thickness 8mm

Espesor | Espessura | Epaisseur | Spessore 5/16"

Bevel
Biselado | Biselado | Chanfrein | Bisellatura

4 Sides Beveled | 4ladosbiselados | 4
lados biselados | 4 bords chanfreinés | 4lati
smussati

Finishing
Acabado | Acabamento | Finition | Finitura

Locking system

Sistema de bloqueo | Sistema de encaixe | Systéme de verrouillage | Sistema diinstallazione / aggancio

Class of use & Warranty

Clase de usoy Garantia | Classe de uso e garantia | Dimension et garantie | Classe di utilizzo e Garanzia

PROTECTIVE WEAR LAYER

CAPA DE DESGASTE PROTECTORA
(CAMADA DE DESGASTE PROTETORA
COUCHE D'USURE

STRATO PROTETTIVOANTIUSURA

E HIGHRESOLUTION DECORATIVE
DECORACION DE ALTARESOLUCION
DECORATIVODE ALTARESOLUGAO
DECORATION HAUTE RESOLUTION
FILMDECORATIVO ADALTARISOLUZIONE

E SPC CORE
NUCLEODE SPC

CAMADA DE VINIL MACICA
SPCCORE
SPCCORE

n INTEGRATED CORK UNDERLAY
BAJOSUELO DE CORCHOINTEGRADO
UNDERLAY INTEGRADO DE CORTICA
SOUS-COUCHE EN LIEGE INTEGREE
UNDERLAY INTEGRATO INSUGHERO

Suitable for residential and high traffic commercial spaces.
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Extremely durable
dirado
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For amore sophisticated and contemporary look
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Pour un look plus sophistiqué et contemporain.

Per un look pils sofisticato e contemporaneo.

Lamas mis largas
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I : : I Grandes zones d'installation

ughout, no matter the area of the space

todoo lado, ndo importa adreado espago.
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TECHNICAL DATA SHEET

Technical Data Sheet
Dimension (LXWxT)
Mass per unit
Packaging (box/ pallet)
Level ofuse Domestic
Level of use Commercial
General properties -EN 16511
Thickness, t-
Length, |
Width, w
Squareness, q
Straightness, s
Openings. o
Height difference. h

Flatness of the panel (Length - concave / convex)

)

Classification properties - EN165T1
Wear resistance IP

Impact resistance [mm] (big bal)
Castor chair resistance

Resistance to staining
ResicualIndentation

Swelling

Lockingsystem

Micro-scratch

Dimensional Stabiity (heatconditions)
Safetyproperties - EN14041

Fire resistance

Slip Chassification

ShipResistance

Content pentachlorophenol (PCP)
Additonai properties
Impact sound reduuction

Impact Insulation Class (IC)

1S010874

15010874

15024337
18024337
15024337
15024337
15024337
15024337
15024337
15024337

15024337

EN 15468 procedure B

EN13320.2006+A12008, Amex F

EN425

EN438-2

ENISO24343-1

15024336

15024334

EN16094

15023909

ENISO 11925-2+ENISO9239-1: Class
EN13501-1

EN13893

DNS51130

EN7T7-1

“EN14041
AnnexB”

ENISO 10140

ASTME492

Class

Class

Atavg= 0,50 men. relative to nominal vakue / tmax - tmin < 0,50 mri”

<1500 mm: Al <0,5mm/>1500mm: Al 0,3 mm/m

Bwang <010 e
max=020mm

max<030mmVm

max=0.20mm

hemax= 015 mm
concave=0,50%./ oanvex <10%

ooncave 0,16 %, / convex < 0.20 %

250000ycles
21600mm

25000 cydes
Groups 1and2:grade5
Group 3 grade 4
£02mm

<%

KN/m

<MSR-A2

£025%

Class.

Class.

mg/kg

dB(aLw)

[Ejiske
'hr
i

2429/77.728

Compes

Bfisl
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80002954 — BATF Prodigy Bright Oak 1840x220x8, mm




SPC INFINITUS

80002954 — BA4TE Grey Majestic Oak 1840x220x8, mm




@

SPC INFINITUS

80002954 — B4TH Colossal Light Oak 1840x220x8, mm




SPC INFINITUS

80002954 — (80000608)— B4TIO01 Colossal Shadow Oak 1840x220x8, mm




START LVT

PRODUCT INFORMATION .
INFORMACION DE PRODUCTO | INFORMACAO DO PRODUTO | INFORMATION PRODUIT | INFORMAZIONI SUL PRODOTTO
Dimension 1220x185mm
Dimension | Dimensao | Dimension | Dimensione 481/32x79/32"
Dimension (LxWxT)
Thickness . 9mm Mass per unit
Espesor | Espessura | Epaisseur | Spessore 23/64"
Packaging (box / pallet)
Bevel No Bevel | Sin bisel | Sem biselado | Sans Lot e oy
Biselado | Biselado | Chanfrein | Bisellatura chanfrein | No Bisello N
Level of use Commercial

Finishing
Acabado | Acabamento | Finition | Finitura

General properties - EN16511

Locking system

Sistema de bloqueo | Sistema de encaixe | Systeme de verrouillage | Sistema diinstallazione / aggancio

Class of use & Warranty

Clase de usoy Garantia | Classe de uso e garantia | Dimensionet garantie | Classe di utilizzo e Garanzia

B

PROTECTIVE WEAR LAYER

CAPA DE DESGASTE PROTECTORA
CAMADA DE DESGASTE PROTETORA
COUCHE D'USURE

STRATO PROTETTIVOANTIUSURA

E HIGHRESOLUTION DECORATIVE
DECORACION DE ALTARESOLUCION
DECORATIVODE ALTARESOLUCAO
DECORATION HAUTE RESOLUTION
FILMDECORATIVO AD ALTARISOLUZIONE

SOLID VINYL LAYER

B CAPASOLIDADEVINILO
CAMADADE VINIL MACIGA
SOLIDE COUCHE VINYLIQUE
STRATO DI VINLE SOLIDO

n HDF - HIGH DENSITY FIBERBOARD
HDF — TABLERO DE FIBRA DE ALTA DENSIDAD
HDF - AGLOMERADO DE FIBRAS DE ALTA DENSIDADE
HDF - PANNEAU EN FIBRES HAUTE DENSITE
HDF - PANNELLO DIFIBRA AD ALTA DENSITA

B INTEGRATED CORK UNDERLAY 1,2MM
BAJOSUELO DECORCHOINTEGRADO1,2MM
UNDERLAY INTEGRADO DE CORTICA 1.2MM

Flatness of the panel (Length - concave / convex)

Flatness of the panel (Width - concave / convex)

Classification properties - EN16511
Wear resistance IP

Impact resistance [mm) (big ball)
Castor chair resistance

Resistance to staining

X Fire resistance
SOUS-COUCHE EN LIEGE INTEGREE 12MM
UNDERLAY INTEGRATO IN SUGHERO 1.2MM
Slip Chssification
Performance idential and g Formaldehyde emission
m Rendimiento Adecuad yespacios de paso. Content pentachlorophenol (PCP)
Desempenho iocgian i de trfegol
o .
Performances d atrafic leger. Peoparies,
Prestazioni Adattoa spazi ialiresidenzi ggero. Impact sound reduction
Durable and easy to mantain Along-lasting floor withlow mantenance.
m Dissdecoi ficda dol. 5 : 2 Walking noise
Y Unpiso <!
Duravel e facil de manter U i duradk Thermal resistance (Thermal conductivity)
[55\ ot e e e
Durevole e difacile Un pavi ki
5
T ighly Designs Wide selection of wood visuals to match your style. —
i TL’ [ ool T — id estio -
i | [—— i d tlo.
| -i-l -|L Visuels extrémement réalistes Large s Isb i
L
~ Hementi e i Ampia sel diel legno p stle.

TECHNICAL DATA SHEET
T

1010874

1010874

1S0 24337

15024337

15024337

15024337

15024337

15024337

15024337

15024337

15024337

EN15468, procedure B

EN13320.2006+A12008, Amex F

EN425

EN438-2

ENISO24343-1

15024336

ENISO11925-2+ENISO 9239-1:Class
EN13501-1

EN13893

EN7T7-1

EN12667/1SO1957

ENISO10140

IHD-W431

ENISO10456

mm

Kgs/m?
'
Class

Class

Atavg= 0,50 mm, relative to nominal vakue /
tmax-tmin=0,50 mm

<1500 mm: < 0.5mm/
>1500mm:Al 0.3 mnvm

Awavg =0,10mm, relative to nominal vakie /
‘wimax - wimin £0.20 mm

max<020mm

max£0.30mm/m

max=0,20mm

hmax 0,16 mm

concave=0,50%. / convex <1,0%

concaves 0,16 %, / convex <0,20%

21500 cydes
>800mm
25000 cydes

Groupsland2:graded
Group3 grade3

<03mm

220%

Class

1220x185:9

87

2/031/89,364

23

32

PR e R

Piidid

2 Q
[

a

1509

Reductionimprovement 10,2 dB
Difference of foudness 52.0%

0.08




80002495 — BOVC — Linen Cherry -1220x185x10,5 mm




START LVT

80002495 — L5UZ Hardy Oak - 1220x185x10,50 mm




START LVT

80002495 - L5Y6 — Golden Rustic Oak1220x185x10,50 mm




START LVT

80002495 - LJUY -1220x185x10,5 mm




START VT

80000554 — B0OS3 - 1220x185x10,50 Classic Natur Oak




START LVT

80003259 — LJS2004 Kirsche Klassic — 1220x185x9 mm




80003278 — BON2001 Ivory Salt Oak -1220x185x9 mm







START VT

80003285 — X9 -1220x185x9 mm




START VT

80002724 — B1S3 - 1220x185x9,0 Classic Natur Oak




START LVT

80002963 — BOVM -1000x185x10,50 mm




wood Start Resist ECO WICANDERS

i “

Dimension (LXWxT)
Mass per unit
Packaging (box / pallet)
Level of use Domestic
Level of use Commercial

General properties -EN 16511

Height difference, h

Flatness of the panel (Length - concave / convex)

Flatness of the panel (Width - concave / convex)

Classification properties - EN16511
Wear resistance IP

Impact resistance [mm] (big ball)
Castor chair resistance
Resistance to staining

Residual Indentation

Swelling

Safety properties - EN 14041
Fire resistance

Slip Classification
Formaldehyde emission

Content pentachlorophenol (PCP)

Additional properties

Sound Pressure Level

Waking noise

15010874

15010874

15024337

15024337

15024337

15024337

15024337

15024337

15024337

15024337

15024337

EN15468, procedure B

EN133292006+A1:2008, Annex F

EN425

EN438-2

ENISO24343-1

15024336

ENISO11925-2 + ENISO 9239-1:Class
EN13501-1

EN13893

ENTI7-1

"EN14041
AnnexB”

ENISO10456

ENISO10140

HD-W431

Kgs/ e
m
Class

Class.

Atavg = 0,50 mm, relative to nominal value / tmax - tmin £0,50 mm
=1500 mm:Al£0,5 mm/ >1500 mm:Al 0,3 mm/m

Awavg 0,10 mm, relative to nominal value/ wmax -wmin £0,20 mm

max=0,20mm

max 0,30 mm/m
max=0,20mm

hmax < 0,15mm

concave £0,50%, / convex £1,0%

concave = 0,15 %, / convex = 0,20 %

25000 cycles
=1600mm

25000 cyoles

Groups 1and2:grade 5
Group3: grade 4

=0.2mm

=18%

Class
Class

mg/kg

1220x185x10,5mm

Conplies
Complies
Complies
Complies
Complies
Complies
Complies
Complies

Complies

Complies
Conplies
Complies
Complies
Complies

Complies

Ds
El

Undetectable

Difference of loudness
10,4dB Reduction
improvement 40%



START RESIST ECO

80003292 — UB - 1220x185x7,50 Contempo Copper




START RESIST ECO

80003292 - YB - 1220x185x7,50 SpuceWood




START RESIST ECO

80003292 - YC - 1220x185x7,50 Land Oak




START RESIST ECO

80003292 — YE - 1220x185x7,50 Manor Oak




START RESIST ECO

80003292 — YF - 1220x185x7,50 Ocean Oak




START RESIST ECO

80003292 — YG - 1220x185x7,50 Red Wood Forest Oak




START RESIST ECO

80003292 — YM - 1220x185x7,50 Quartz Oak




wood Hydrocork

Ficha Técnica

Flutuante Hydrooork

Camada de Desgaste 0,55mm

le uso Doméstico 100 10874 Clase 3
e uso Comeraial 150 10874 Clawe 3
Propriedades gerais - ISO 10582 + EN 14085 + EN 14041
Dimensdes: 10108 ate
Larqura: 150 2432 mm maz 05mm
Compr : mez 20mm
Espestura toh] 100 24346 mm nominal +-0,25
Eaquadria 10024382 mm <050
dade medida na camada de superficie 15024382 <030
Densidede Aparente EN6T2 Valor neminal (1400)+ - 140

Massa por unidade de drea

100 23097

Velor nominal (3400) +1:

Esahilidade dimensional (humidads)

<5

Erinhiidade dimenvione] (cdor

<025

Folgas entre painéis mm <02
Desnivel enire painéis o <00

Planura do peinel (Campri

nito -

Cénoaw / Convexo)

lanura do painel (Largura - Canoavo / Convezzo)

fossa residual 100 243431 mm <01
Enahilidade dimensional & encurvamento apds exporicéo a calor 100 2300 <2
Esinhilidade da cor 150 105802 26

Propriedades de Classificagio - ISO 10582 + EN 14085

Y s Perda de empesura g
Gr agast E6801 . Gr e desgaste T
upo de deagaste 660 A ko) Grupo de desgaste.
Ef' wra da g mm‘:da de desgaste (contsiido de ligacdo da camada 190 24340 - 05
de deagaste Tipo 1)
Zumento da espessura por inchacdo % <15

Cadeira com rodizis

Efeitovicual-apés | 1éo devem ocorrer quaisquer modificacées na superticie, alémde

25000 cicks alteraodes ligeiras n o

Movimentosimuledo do pé de mével ET424 Eeito visual Néo devem existir quaisquer danoa visiveis aps tests cam pé tipo0
Propriedades de Sequranca - ENI4041
Redisténcia ao fogo Claws Bflal
Resisténdia a excorregamento Clase DS
Emissio de formaldeidos Cl El
Teorde peniackorciencl (PCP) % Indetetivel
PR i

sténcia a manchas 150 26087 () Greu Grul ()

Resisténdia térmica

BN 12667

0,05

Reduudo do ruido de imy

100 1408

16dB

Ruido de pa:

Melhoria da reducéo 11,1dB
Diferenca de ruido 31,

Dilatagdo das

THD 423

Sem efeitos visivein

(a) - Foram testados on sequintes produtos: Desinfetants, CZHSOH, NHACH, cido citrico, iods, petréleo, dloosl

(h)- Grau0 - Cem dlteragses / Grau 1 - Muito poucas dlte

exoeto iodo = Grau 2

* Confira os termos & condicées da Garantia Vitalicia Limitada Wicanders no wehsite.

BENE

DE
LUX

Ransen

PL
us
RU

It

/ Grau 3- Al

Amerim Deutschland GmbH (+49) £221 59301

Amorim Benelux BV, (+31) 166 604 111

coes / Gra 2- Pou

/ Grau 4- Alteragden hastants evidentes;

Amerim De

Amerim
Amorim Revestimentos, S.A. (+381) 227 475 600

Amorim Revestimentos, S.A (+34) 902 307 07

schland GmhH (+43) 15451 65 10

- : - @
austria. % .oom

Flooring Switzerland AG (+41) 41726 2020

+« AMORIM

ral. 0! om Sede

Amerim Revestimentos, SA. (+33) 800914 848

Timberman Denmark A/ (+45) 995 252 5;

it m  Amorim R SA
info. com  (+351) 227 475 600
timt emandl  geral com

Dom Korkowy, Sp. zo.0. (+48) 126 370 630

Amorim Flooring Nerth America (+1) 410 353

Amerim Revestimentos, SA. (+7) 493 280 7860

€2

= E E
info.arus@amor om

Of

www.wicanders.com

12016

004 | TUY



wood Hydrocork

80002953 — X3 — 1000x145x6 Bamboo

4.500500
/t:\AsANDVA




wood Hydrocork

80002953 — B5R0O — 1000x195x6 Linem Cherry




wood Hydrocork

80002953 — VI — 1000x195x6 Pastel Oak

| 4.500500
@ [easanowa



wood Hydrocork

80002953 — B5WV — 1000x195x6 Rustic Grey Oak

4.500$00
@ Acas SANOVA



WOOD HYDROCORK PLUS

PRODUCT INFORMATION .

INFORMACION DE PRODUCTO | INFORMACAQ DO PRODUTO | INFORMATION PRODUIT | INFORMAZIONISUL PRODOTTO

Dimension 1225 x195 mm

Dimension | Dimensao | Dimension | Dimensione 487/32x7116"

Thickness ) 6mm

Espesor | Espessura | Epaisseur | Spessore va

B. 4sides micro-bevel | 4 lados micro biselados
evel

| 4lados micro biselados | Micro chanfrein4

Biselado | Biselado | Chanfrein | Bisellatura ks | 4 i rilore-sruseati

Finishing
Acabado | Acabamento | Finition | Finitura

Locking system
Sistema de bloqueo | Sistema de encaixe | Systéme de verrouillage | Sistema diinstallazione / aggancio

Class of use & Warranty
Clasedeusoy Garantia | Cl de. garantia | Di y garantie|C pr——

PROTECTIVE WEAR LAYER

CAPADE DESGASTE PROTECTORA
CAMADA DE DESGASTE PROTETORA
COUCHE DUSURE

STRATO PROTETTIVOANTIUSURA

DECORACION DE ALTARESOLUCION
DECORATIVODE ALTARESOLUGAO
DECORATION HAUTE RESOLUTION
FILMDECORATIVO AD ALTARISOLUZIONE

E HIGHRESOLUTION DECORATIVE

SOLID VINYL LAYER
CAPASOLIDA DEVINILO
CAMADA DE VINIL MACICA
SOLIDE COUCHE VINYLIQUE
STRATO DI VINLE SOLIDO

NUCLEO COMPUESTO DE CORCHOAGLOMERADO CON PRESSFIT
NUCLEO DE COMPCSITO DE AGLOMERADO DE CORTICA COMPRESSFIT
AME COMPOSITE A BASE DE LEGE AGGLOMERE AVEC SYSTEME PRESSFIT
NUCLEO COMPOSITO IN SUGHERO AGGLOMERATO CON PRESSFIT

BALANCING VINYLLAYER

CAPADE ASENTAMIENTO DE VINLO
CAMADA DE VINIL DE ESTABILIZACAO
COUCHE DEQUILIBRAGE VINYLIQUE
STRATO DI VINLE EQULIBRANTE

a8
n AGGLOMERATED CORK COMPOSITE CORE WITHPRESSFIT
5]

Waterproof Ideal for any ndoor space, including bathroom and kitchen.
Resistente al agua Ideal para cualquier espacio interior, incluidos bafoy cocina.
Resistente a dgua Ideal para qualquer esp: inchind de-bank h
Imperméable Idéal pour tousles piéces, y lles de b k
Impermeabile Ideale per i
Easy installation ionary Pressfi
Facilinstalacion i ion PressFi
Instalacao facil Si d 3 io PressFit
Simple dinstallation PressFit. systéme de compression révolutionnaire.

Installazione semplice i di ione Pressfit.

Ideal for renovations Its low thi k an optimal choice for i

Ideal para reformas Subajo espe de éllamejor opa y derefor

Ideal para renovacées b S ,

Idéal pour les rénovations Sa faible épaisseur en fait un choix trés inté pour jets de rénovati

Ideale per ristrutturazioni llsuo spe: dottol lo per

e
TECHNICAL DATA SHEET
I N N

Dimension (LxWxT) - ;ﬁ,’gﬁ;m va
Mass per unit - Kgs /v 8@
Packaging (box/ pallet) - " 1,672 /93,632
Level of use Domestic 15010874 Class 23
Level of use Commercial 15010874 Olass 3
General properties - EN16511
Thickness, t- 15024337 Atavg= 0,50, trax- Camplies
Length.1 15024337 <1500 mams 410, 5mm/> 1500 mm: A <03 mavim Complies
Width, w 15024337 Awavg =010 mm, relative tonorinal value / wimax - wmin £0,.20 mm Carmplies
Squareness, q 15024337 max=0.20mm Complies
Straightness, s 15024337 max=030mnvm Camplies
Openings, o 15024337 max=020mm Camplies
Height difference, h 15024337 hrrax< 016 mm Camplies
Flatness of the panel (Length - concave / convex) 15024337 concave = 0,50 %, / convex <1.0% Camplies.

J 15024337 concave 0,15 %,/ convex £ 0.20 % Complies
Classification properties - EN16511
Wear resistance IP EN15468 procedure 8 25000cycles Camplies
Impact resistance [mm) (big ball) EN 133202006+ A1:2008, Amnex F 21600mm Camplies.
Castor chair resistance. EN425 25000 cydles Camplies
Resistance tostaining eN4zs-2 iRt (o Camplies
Residual Indentation ENISO24343-1 =02mm Camplies
Swelling 15024336 <18% Complies
Dimensional Stabifity (heat conditions) 15023999 2025% Complies.
Safetyproperties - EN14041
et a;sao;‘?‘zse‘wsogm| Clss oo e
Slip Classification EN13803 Quass s
Formaldehyde emission EN7I71 Olass ]
Electrical behaviour EN1815 W Notantistatic
Content pentachlorophenol (PCP) Peslarsi mg/ig Undetoctaie
Additional properties
Impact sound reduction ENISO10140 dB(aLw) 16

- Difference of boudness.
IHD-W431 & 1228 Reduction
improvement 42.0%
ENISO10456 m2KW 005




80000665 — 1225x195x6 Wheat Oak




WOOD HYDROCORK PLUS

80002792 —1225x195x6 Sawn Chalked Oak 2 G LOC SYSTEM




WOOD HYDROCORK PLUS

80002759 — 1225x195x6 Licht Eiche




WOOQOD HYDROCORK PLUS

80002760 — 1225x195x6 Raucher Pinie




WOOD HYDROCORK PLUS

80002504 — 1225x195x6 Limed Grey Oak 2G LOC SYSTEM




WOOD HYDROCORK PLUS

80000618 — 1225x195x6 Castle Raffia Oak




80000620 — 1225x195x6 Castle Toast Oak




WOOQOD HYDROCORK PLUS

80002758 —1225x195x6 Pinie Geburstet 2G LOC SYSTEM




80003295

- - —— - o — S ———
: S — = - ———
—— —

— 1225x195x6 Huntington Oa

—_—————

k 2G LOC SYSTEM




WOOD HYDROCORK PLUS

80003334 — 1225x195x6 Shell Oak 2G LOC SYSTEM




WOOD HYDROCORK PLUS

80003256 — 1225x195x6 Fawn Oak 2G LOC SYSTEM




WOOQOD HYDROCORK PLUS

80003335 —1225x195x6 European Oak 2G LOC SYSTEM




WOOQOD HYDROCORK PLUS

80003290 — 1225x195x6 Brushed Rustic Pine 2G LOC SYSTEM




WOOQOD HYDROCORK PLUS
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